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Aim: To give a technical description and present the dosimetric proporties of the total skin
electron beam technique implemented at Heidelberg University Hospital.
Background: Techniques used for total skin electron beam irradiation were developed as early
as  in the 1960s to 1980s and have, since then, hardly changed. However, new measurements
of  the established methods allow deeper insight into the dose distributions and reasons for
possible deviations from uniform dose.
Materials and methods: The TSEI technique applied at Heidelberg University Hospital since
1992 consists of irradiating the patient with a superposition of two beams of low energy elec-
trons  at gantry angles of 72◦ and 108◦ while he is rotating in a standing position on a turntable
at  370 cm distance from the accelerator. The energy of the electron beam is degraded to
3.9  MeV by passing through an attenuator of 6 mm of Perspex. A recent re-measurement of
the  dose distribution is presented using modern dosimetry tools like a linear array of ioniza-
tion chambers in combination with established methods like thermoluminescent detectors
and ﬁlm dosimetry.
Results: The measurements show a strong dependence of dose uniformity on details of the
setup  like gantry angles.Conclusions: Dose uniformity of −4/+8% to the majority of the patient’s skin can be achieved,
however, for the described rotational technique overdoses up to more than 20% in small
regions seem unavoidable.
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1.  Background
Total skin electron irradiation (TSEI) is a radiotherapy tech-
nique used in the treatment of a number of malignant diseases
occurring in the skin such as mycosis fungoides, Sézary syn-
drome or Kaposi’s sarcoma.1–9 TSEI has shown good and
even excellent results in experiences observed over many
years2,3,5,6 with long term control of early staged disease,2,3,5,6
and also satisfactory palliative results.2,8,9 These diseases can
affect large areas or even the total surface of the skin so
that the target in radiotherapy may be equally large. Doses
required for the treatment of cutaneous lymphoma are in the
region of 30–36 Gy1,4,5 although experiences with lower doses
of 10–20 Gy are discussed.5,6 Generally, radiotherapy is per-
formed with low energy electrons with a penetration of less
than 1–2 cm which exclude other organs at risk than the skin
itself. The tolerance dose of healthy skin is around 50 Gy,10 so
that the risk of therapeutic doses around 36 Gy is acceptable,
except for the eye lens and toe- and ﬁngernails which can be
excluded by additional shielding during treatment.
Treating the entire skin of an adult human with his arms
stretched overhead requires a sufﬁciently uniform radiation
ﬁeld of around 50 cm × 220 cm.  Physical conditions for large
area electron treatment have been described in literature.11–13
Techniques to produce large electron ﬁelds include the super-
position of two ﬁelds at two gantry angles,11–16 matching
multiple ﬁelds,3,17 producing single large ﬁelds with a special
beam ﬂattening ﬁlter,18 using multiple rotational arc ﬁelds19 or
by movement  of the patient through a shorter ﬁeld on a trans-
lation couch.20 Treating the complete circumference of the
patient is achieved by either irradiating the patient with static
ﬁelds from various directions (which requires different posi-
tioning of the patient for each ﬁeld)11,12,16 or by rotating the
patient in the beam.14,15,18 The technique used at Heidelberg
University Hospital was developed in 1992 and applies a com-
bination of the methods described by AAPM Rept. 23.12 and
Müller-Sievers et al.14,15. Aim: This work reports a recent re-
measurement of the Heidelberg set-up for total skin electron
Fig. 1 – Patient setup for total skin electron beam irradiation (TSE
a rotating turntable at 3.70 m distance from the accelerator focus
at gantry angles of 70◦ and 110◦. The 6 MeV  electrons from the a
incident energy of 3.9 MeV  at the patient.iotherapy 1 9 ( 2 0 1 4 ) 135–143
beam therapy which was necessary after a software upgrade
of the accelerator which caused a reduction of the applicable
ﬁeld size.
2.  Materials  and  methods
2.1.  Patient  set-up  for  TSEI
TSEI at Heidelberg Department of Radiation Oncology is
applied with a Siemens Oncor accelerator by rotating the
standing patient in a superposition of two large ﬁelds of low
energy electrons at gantry angles of 72◦ and 108◦ (Fig. 1). The
patient stands on a turntable with axis of rotation at 370 cm
distance from the accelerator focus. The patient holds a swivel
bar to keep his arms stretched and to support his stand. To
help weak patients stand during the long treatment times
of around 30 min, the patients can optionally lean against a
bicycle seat mounted on a post behind the patient.
During rotational irradiation, parts of the inner leg of the
patient are shielded by the other leg. To reduce this effect, the
patient stands in two swordsman-like positions, alternating
the extended leg each day (Fig. 2). Remaining areas of skin
which show insufﬁcient reaction to the radiation are boosted
with single ﬁelds of low energy electrons at clinical decision.
The motion of the turntable is initiated by the “beam on”
signal of the accelerator and stopped on “beam off”. Turntable
motion is controlled by a photoelectric sensor which sends a
signal to the accelerator to interrupt the irradiation, should
the rotation stop. An electronic counter displays the number
of rotations with a resolution of 1/10th. To ensure a minimum
of beam overlap, the position at which irradiation stops at
each fraction is noted, and the next fraction is started at this
position.
Treating the entire skin of an adult human with his arms
stretched overhead requires a sufﬁciently homogeneous radi-
ation ﬁeld of around 50 cm × 220 cm.  The maximum collimator
setting for electrons that can be run in patient mode by the
accelerator Siemens Oncor is 33 cm × 33 cm at 1 m,  produced
I) at Heidelberg University Hospital. The patient stands on
 and is irradiated by two large superposed electron beams
ccelerator are attenuated by a screen of 6 mm Perspex to an
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Fig. 2 – Alternating patient position with each fraction to reduce shielding of the inner side of the legs.
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godiﬁcation of ﬁgure from AAPM Report TG 23,12 with perm
y programming the accelerator for a 25 cm × 25 cm electron
pplicator and 6 MeV  electrons, and then irradiating with-
ut applicator. Irradiation is therefore performed without the
dditional collimation and ﬂattening by the applicator. This
roduces a ﬁeld deﬁned by the setting of the collimator jaws
o 33cm × 33 cm at 1 m which projects to 122 cm × 122 cm at
70 cm.  To homogeneously cover the required ﬁeld length of
20 cm with dose, two inclined ﬁelds with gantry angles of 72◦
nd 108◦ (90 ± 18◦) are superposed. The required electron pen-
tration of a few mm is given for electrons of around 4 MeV.
o arrive at this energy, the 6 MeV  electrons of the accelera-
or are attenuated to 3.9 MeV  by a screen of 6 mm of Perspex
plus the additional air column of 270 cm)  placed between the
ccelerator and the patient at 200 cm distance from the focus.
.2.  Dosimetry  for  rotational  treatment  with
uperposed  ﬁelds
o determine the optimal inclination for the superposed ﬁelds,
rst the proﬁle of a single beam at gantry angle 90◦ is measured
t the distance of the rotation axis. The measured proﬁle data
s fed into a spreadsheet programme with which the super-
osition of two beams at variable inclination angles can be
alculated. The calculation uses a simpliﬁed geometry shown
n Fig. 3. From these calculations optimal beam combina-
ions are selected which predict homogeneous dose along a
ufﬁcient length. The superposition of two inclined beams
s then measured with integrating dosimeters for selected
antry angles and examined for sufﬁcient homogeneity. Alln of AAPM publishing.
measurements are made on the rotation axis of the turntable
at 370 cm distance from focus, and including the 6 mm Perspex
sheet which was positioned 270 cm from focus.
The measurements of the single proﬁle at 90◦ and the
superposed ﬁelds were performed with a linear ionization
chamber array (LA48, PTW-Freiburg, Lörracher Str. 7, Freiburg,
Germany) which was mounted on a plank positioned at the
rotation axis. The array consists of 47 sealed ionization cham-
bers (dimensions 4 mm diameter × 0.5 mm depth) arranged in
a straight row at distances of 8 mm thus allowing simulta-
neous measurement along a length of 368 mm.  Each chamber
has a sensitive volume 0.008 cm3 ﬁlled with liquid iso-octane.
The chamber signals were read with a PTW Multidos elec-
trometer, and directly fed into Excel spreadsheets with the
PTW software DosiCom (all PTW-Freiburg). The entrance plane
of the array was covered by 1 mm of water equivalent plas-
tic (RW3, PTW-Freiburg, density 1.045 g/cm3) resulting in an
effective depth of measurement of 1.8 mm (effective depth of
measurement for the LA48 detectors: 0.75 mm).  To detect low
energy radiation (which would produce only superﬁcial dose),
a second set of measurements was performed without the
plastic. A series of measurements were made with the centre
of the 48 cm long array at 6 positions of increasing height above
the surface of the turntable covering the complete length from
the turntable to the ceiling (255 cm). At each position, mea-
◦ ◦ ◦ ◦surements were made for gantry angles of 90 , 68 , 70 , 72 ,
78◦, 102◦, 108◦, 110◦, and 112◦. The proﬁle segments at the 6
positions were then arranged in sequence, resulting in com-
posed proﬁles of 223.8 cm length. Superposed ﬁelds at gantry
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Fig. 3 – Geometry used to calculate supposed beams. The line connecting any point in the proﬁle with the isocenter is
rotated by the beam inclination angle ˛. The new line’s intersection with the rotation axis of the turntable is considered as
the new position of the point. The source surface distance (SSD) of any point in the proﬁle is approximated by its distance to
ted Sthe isocenter plus 1 m.  The inverse square of the approxima
angles of 90 ± 20◦ and ±18◦, and for comparison at 90 ± 22◦
and 90 ± 12◦ were simulated by summation of the proﬁles at
the two respective angles.1
For the chosen ﬁeld combination of 90 ± 18◦ the dose for
a given monitor setting (5000 MU)  on an anthropomorphic
phantom rotating on the turntable in patient position was
measured. Dose was measured with LiF thermoluminescent
detectors (TLDs) at various ventral, dorsal and sideward pos-
itions on the rump, neck, head, arms and legs phantom shown
in Fig. 4. The results of these measurements are used to
examine the dose homogeneity produced under rotation in
a realistic geometry. The mean dose on the trunk of the
phantom is used to calculate the monitor setting per Gy of
prescribed dose. This setting is then applied as standard to
all following patients. During the ﬁrst patient fractions, it is
veriﬁed by TLD measurements and, if necessary, corrected.
Depth dose curves of the resulting superposed ﬁelds were
measured by irradiating a sheet of ready-packed radiographic
ﬁlm (Kodak X-OMAT V, Eastman Kodak, Rochester, NY, USA)
between the slabs of a rotating anthropomorphic phantom
(Alderson Rando Phantom, Alderson Research Laboratories,
Inc., Stamford, CT, USA). The edge of the light tight envelope
was folded in on one side of the ﬁlm to form a minimal over-
1 A second set of measurements of both the single proﬁle at
90◦ gantry angle and the superposed ﬁelds was performed with
radiochromic ﬁlms (Gafchromic EBT3, International Speciality
Products, Inc., 1361 Alps Road, Wayne, NJ, USA) and analyzed with
a  Microtek ScanMaker 1000XL ﬂatbed scanner (Microtek Interna-
tional, Inc., No. 6 Industry East Road 3, Science-based Industrial
Park, Hsinchu, Taiwan). These measurements yielded identical
results as the array measurements (apart from some scanner arte-
facts), and are therefore not shown in this publication.SD is used to correct the dose for distance.
lap. This side was placed ﬂush with the ventral surface of the
phantom, and at this position of the exposed ﬁlm the depth
curve was measured. A dose calibration curve for the ﬁlms
was measured for 8 MeV  electrons at 20 mm depth where the
mean electron energy is 4 MeV.  Films were scanned with a
Vidar scanner (Vidar Dosimetry Pro Advantage, VIDAR Sys-
tems Corporation, 365 Herndon Parkway, Herndon, VA, USA)
and analyzed with the beam analysis software PTW Mc2 (PTW-
Freiburg).
3.  Results
Fig. 5 shows proﬁles at 370 cm and gantry angle 90◦ of a
6 MeV  electron ﬁeld collimated to 33 cm × 33 cm at 1 m and
degraded by 6 mm of Perspex. The lower proﬁle is measured
without, the higher proﬁle with 1 mm of additional material
on the entrance window of the linear array; both are nor-
malized at the maximum of the lower curve. The additional
material apparently leads to a dose “build up” of 4% at the
maximum (central axis) of the proﬁle which decreases towards
the ﬁeld edges. The proﬁles have bell shape with a half-width
of 156 cm.  The dose variation within 30 cm distance from cen-
tral axis is 10%. This variation deﬁnes the lateral homogeneity
of the beams in patient treatments. The proﬁles are slightly
asymmetrical with higher dose on the side facing towards the
turntable. The higher dose most probably is caused by scatter
radiation from the turntable and the ﬂoor.
Fig. 6 shows the long proﬁles of two beams superposed at
gantry angles of 90 ± 12◦, 90 ± 18◦, 90 ± 20◦ and 90 ± 22◦. All
proﬁles are normalized at the height of the isocenter (111.3 cm
above the surface of the turntable) and show the effect of
gantry angle on the homogeneity of the superposed proﬁle.
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Fig. 4 – (Left side) Set-up for TLD measurements of the dose distribution on an anthropomorphic phantom rotating in two
superposed electron beams at gantry angles 90 ± 18◦. (Right side) Results of the TLD measurements on the
anthropomorphic phantom. The data are plotted against the height in which they were measured and normalized at the
height of the isocenter where dose is prescribed. The horizontal connecting lines show the position on the phantom in
which the dose was measured. At several positions, dose was measured at the ventral, lateral (outward) and dorsal side of
the phantom. Dose was measured on both legs of the phantom at lateral inward and outward positions to test the effect of
mutual shielding by the other leg. On the motionless phantom, no effect of shielding was observed.
Fig. 5 – Proﬁle of a single electron beam at 370 cm and
gantry angle 90◦ of a 6 MeV  electron ﬁeld collimated to
33 cm × 33 cm at 1 m and degraded by 6 mm of Perspex. The
higher curve was measured using an additional bolus of
1 mm of tissue equivalent material in front of the detector
and shows a build up dose of 4% at the central axis which
decreases towards the ﬁeld edges. Both curves are
normalized to the dose in the lower proﬁle (without bolus)
at the beam axis (=height of isocenter).
Fig. 6 – Proﬁles along the long axis of the dose distribution
generated by two electron beams superposed at gantry
angles of 90 ± 12◦, 90 ± 18◦, 90 ± 20◦ and 90 ± 22◦. All
proﬁles are normalized at the height of the isocenter
(1113 mm above the surface of the turntable). The data
show the effect of gantry angle on the homogeneity of the
superposed proﬁle.
140  reports of practical oncology and radiotherapy 1 9 ( 2 0 1 4 ) 135–143
Fig. 7 – Measured proﬁles of the single beams at gantry angles of 68◦, 70◦, 72◦, 78◦, 102◦, 108◦, 110◦ and 112◦. In the region
between the top of the turntable and 250 cm height, only half of the proﬁle contributes to the dose in the measured area.The proﬁles at 90 ± 18◦and 90 ± 20◦show a homogeneity of
around ±10% reaching from the surface of the turntable to a
height of 220 cm.The superposition at 90 ± 18◦ was selected fur
the further investigations (and for patient treatments) since
it shows the lowest dose variation of ± 4% (difference from
the normalization dose at height of isocenter) in the region
between 0 and 200 cm height. For smaller and larger super-
position angles, one can see increasing dose inhomogeneity
towards the proﬁle ends.
Fig. 7 shows the proﬁles of the single beams measured at
the same gantry angles of 90◦ and also normalized at height of
isocenter. Obviously, for the chosen angles, only about half the
beam proﬁle contributes to the dose in the area of interest to
treat a patient. Also here, the differences between the proﬁle
shapes of the lower and higher beams show the presence of
additional scatter from the ﬂoor.
In Fig. 8 the calculated superposed ﬁelds are shown
together with the measured superpositions. At the lower end
of the proﬁles, the measured proﬁles generally show higher
doses than the calculation due to scatter dose from the ﬂoor.
This effect increases with larger angles of inclination, i.e.
when the lower beam is directed steeper towards the ﬂoor.
Fig. 4 shows the results of the TLD measurements on the
anthropomorphic phantom. For comparison of dose devia-
tions, a mean dose at the phantom trunk is calculated. This
dose is also used as reference dose to calculate monitor units.
At positions along the trunk of the phantom, measured dose is
constant within −6/+10% of the mean dose. Larger dose devi-
ations were measured at the neck, head, arms and legs of the
phantom. At the arm of the phantom (175 cm above turntable)
and at the shins (31 cm above turntable) doses of up to 123%
were measured. At positions on the neck and head (146/165 cm
above turntable) doses of up to 127% (dorsal neck) and 132%
(lateral head) of mean dose were measured.
From the TLD measurements along the phantom trunk a
standard monitor preset for 1 Gy at the trunk surface was cal-
culated.The depth dose curve (Fig. 9) measured in the rotating
phantom shows that the resulting electron spectrum has a
most probable energy at the surface of 3.9 MeV  (mean energy2.6 MeV). The surface dose (at 0.5 mm depth) is 89%, the maxi-
mum of the depth dose curve lies at 2 mm and the depth of 80%
of maximum dose is 6.6 mm.  Practical range of the electrons
is 18 mm.  The curve shows an X-ray background of 1.2%.
4.  Discussion
Measured and calculated proﬁles of the superposed beams
show a number of differences that are not reﬂected by the
calculations: the measured proﬁles show higher dose at their
lower end due to scatter radiation from the ﬂoor. This scatter
radiation is already visible in the asymmetric shape of the pro-
ﬁle at 90◦, and increases with the inclination of the beam. It
is therefore an additional effect of previously unknown size
which cannot readily be included in the calculations. A sim-
ilar ﬁnding is reported by Antolek and Hogstrom who  use
Fermi Eyges theory of multiple electron scattering to model
the proﬁles of two overlaid beams but also do not model ﬂoor
scattering.21 The dose of the inclined beam is corrected by the
inverse square of the point’s distance to the accelerator focus.
This correction is most probably incorrect because the Perspex
beam degrader acts as a secondary source from which a new
distance dependence is initiated. Due to the large extension of
this secondary source the dose from radiation originating here
will probably not follow an inverse square law but some lower
potential of distance from some virtual source at a shorter
distance from the point. Additionally, the position of the vir-
tual source will probably vary with the off-axis distance of
the considered point due to different absorption and scatter-
ing of electrons passing through the Perspex plate at different
angles. Considering these principle deﬁciencies of the calcu-
lation method, the measured and calculated proﬁles shown
in Fig. 8 show an unexpectedly good agreement. In summary,
the described simple method of calculation is sufﬁcient to
estimate useful angles for beam superposition.
The position and width of narrow proﬁles of the single
inclined beams shown in Fig. 7 are an important reason for the
strong dependence of the superposed proﬁle on beam angle.
Using a larger ﬁeld of electrons would most probably reduce
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Fig. 8 – Comparison of calculated and measured superpositions of two beams with inclination angles of (a) 90 ± 12◦, (b)
90 ± 18◦, (c) 90 ± 20◦ and (d) 90 ± 22◦. (Measured proﬁles: full circles, calculated proﬁles: open circles.) Towards the surface of
the turntable, the measured proﬁles show a higher dose, probably from ﬂoor scatter which can be not predicted by the
simple calculations. This scatter component increases with growing inclination of the beam.
Fig. 9 – (Left side) Radiographic ﬁlm exposed between the slabs of an anthropomorphic (Alderson Rando) phantom rotating
at patient position during irradiation with two superposed electron beams. (Right side) Depth dose curve measured in the
rotating phantom along the line shown on the ﬁlm shown in the left side of the ﬁgure.
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this dependence. Another possibility to produce a more  homo-
geneous proﬁle may be a placement of the Perspex screen
at a position closer to the patient where a larger amount of
the divergent electrons scattered in the screen would remain
within the ﬁeld of interest. This possibility was not used in this
work because due to the size of the screen a larger distance
was needed to provide full covering of the patient.
The described superposition technique can provide treat-
ments with a dose homogeneity of ±4% (standard deviation,
with single values up to −6/+10%) to the majority of the skin
on the trunk of the patient. Larger deviations are found at the
extremities and at parts of the body with a smaller diameter
such as the head and neck. These overdoses are larger than
the variation of the proﬁle of the overlaid static ﬁelds at the
respective positions. The higher doses at head and neck can
be explained by the fact that these body regions have smaller
diameters than the rump. Therefore, any surface element here
will rotate slower than skin on the phantom trunk, and there-
fore be prone to the maximum of the beam proﬁle for a longer
time and thus receive a higher dose. A smaller effect has been
theoretically calculated and measured by Podgorsak et al.18
who  reports a dose increase around 4.8% at the surface of a
rotating cylinder of 15 cm diameter in comparison to a 30 cm
cylinder irradiated at a distance of 285 cm from the electron
source. Müller-Sievers et al.15 report dose variations of ±10%
(standard deviation ±8%) measured around the circumference
of a rotating Alderson phantom at height of the umbilicus.
They also assign the dose increase to the radius of curvature of
the surface. However, their setup contains an additional aper-
ture (made of 2 cm of PMMA  pus 3 mm)  of Al placed close to
the front of the phantom. This material will act as a source of
scatter radiation at short distance which can lead to enhanced
distance dependence and other effects inﬂuencing the dose.
An additional cause for the dose variation seen in our mea-
surements at the arms may be that the patient’s extremities
lie eccentric to the rotation axis, and therefore receive a higher
dose when they are closer to the beam source, and vice versa.
The result of this effect for the patient is difﬁcult to predict
since his position (and also the orientation of the skin towards
the accelerator) will vary both during irradiation and from
fraction to fraction. In sum, it is expected that part of the dose
variation will average out.
The depth dose characteristics of the electron beam
provide that the complete skin will receive at least 80% of the
prescribed dose and deeper lying organs are effectively spared.
The X-ray background of 1.2% measured here is higher than
the 0.7% measured by Platoni et al.16 with an ionization cham-
ber for a similar ﬁeld set-up, however, in a stationary acrylic
phantom. Kim et al.22 report 2.5% X-ray contamination mea-
sured with ﬁlm and TLD in a rotating phantom with a setup
which in many  aspects is similar to ours, however, uses a sin-
gle beam of electrons ﬂattened by a lead ﬁlter which by itself
will cause an additional X-ray background. Gerbi et al.19 report
2–2.7% X-rays in a superposition of several electron beam arcs
at shorter distance measured with an ionization chamber and
ﬁlms in a phantom rotated to 6 discrete positions, and Müller-
15Sievers et al. measured 6% X-rays with ﬁlms in the rotating
Alderson phantom with the arrangement described above
containing an additional aperture. Concerning ﬁlm dosimetry
one must acknowledge that the measurement of small dosesiotherapy 1 9 ( 2 0 1 4 ) 135–143
as used in this work is very sensitive to correct background
subtraction and therefore may have a large uncertainty.
5.  Conclusions
The described technique provides a good dose uniformity
within ±10% to the majority of the patient’s skin. The higher
doses at head, neck and extremities appear to be unavoidable.
The overdoses lie well below the tolerance dose of the skin10
(TD 5/5 (100 cm2) = 50 Gy for telangiectasia, 55 Gy for necrosis
or ulceration), so that for prescribed doses of 30–36 Gy, and in
small skin areas they are clinically acceptable. However, close
clinical monitoring of these regions is advised. To improve
dose homogeneity, larger electron ﬁelds would be helpful, and
possibly also a placement of the Perspex beam degrader imme-
diately in front of the patient. The amount of X-ray background
in TSEI treatments typically lies in the region of few per cent
of therapy dose, however depends strongly on the treatment
setup.
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